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panca inclinata olympic - olympic inclined bench

panca declinata olympic - olympic declined bench

Struttura tubolare in acciaio
rinforzato a sezione ovale
100x50 mm - spessore 3 mm
Verniciatura doppia a polveri
epossidiche, antigraffio
Cuscineria spessore 65 mm
Supporti bilanciere con
protezione UHMW
(Ultra High Molecular Weight)
Dotata di una pedana ampia
e stabile per un'assistenza
sicura durante l'esercizio
Peso massimo utilizzatore
135 Kg
Peso massimo caricabile
265 Kg
Dimensioni:
2010x1680x1400 mm

Oval heavy-duty steel tubing
100x50 mm - thickness 3 mm
Double heavy duty powder
coating painting, scratch-
resistant
Cushions thickness 65 mm
Barbell holders with UHMW
(Ultra High Molecular
Weight) protection pads
Equipped with a large and
stable platform for a safe as-
sistance during the exercise
Max user weight 135 Kg
Max loaded weight 265 Kg
Set up size
2010x1680x1400 mm

Struttura tubolare in acciaio
rinforzato a sezione ovale
100x50 mm - spessore 3 mm
Verniciatura doppia a polveri
epossidiche, antigraffio
Cuscineria spessore 65 mm
Supporti bilanciere con
protezione UHMW
(Ultra High Molecular Weight)
Peso massimo utilizzatore
135 Kg
Peso massimo caricabile
265 Kg
Dimensioni:
2320x1630x1300 mm

Oval heavy-duty steel tubing
100x50 mm - thickness 3 mm
Double heavy duty powder
coating painting, scratch-
resistant
Cushions thickness 65 mm
Barbell holders with UHMW
(Ultra High Molecular
Weight) protection pads
Max user weight 135 Kg
Max loaded weight 265 Kg
Set up size
2320x1630x1300 mm
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